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18685 SPRING—

18862 HANDLE

273 ROUND BUSHING
1984 O RING SEAL 273 HEX BUSHING

PISTON (SEE TABLE)
18693 UPPER VALVE
CYLINDER ASSEMBLY
(SEE TABLE)
18691 NYLON RING
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< @\ IAV g §

18860 O RING SEAL

18859 INLET BUSHING

MODEL CYLINDER ASSEMBLY # | PISTON #
3" STROKE - .680" ROUND BUSHING 18673 1534
3" STROKE - .580" HEX BUSHING 18676 1534
4" STROKE - .680" ROUND BUSHING 18674 703
4" STROKE - .580" HEX BUSHING 18677 703

ASSEMBLY PART NUMBERS (ALL MODELS)

HANDLE ASSEMBLY-COMPLETE 18854 (18685, 18863, 18864, 18855, 18856 & 18858)

HANDLE SUB ASSEMBLY 18855 (18862 & 18865)
THROTTLE VALVE ASSEMBLY 18856 (18857 & 7647)
INLET BUSHING ASSEMBLY 18858 (18859 & 18860)

B
/ 18692 LOWER VALVE m

18742 DEFLECTOR
18861 COLLAR
120 WASHER

18866 BOLT
18868 NUT

(4 BOLT CONFIGURATION

M43R, M43H, M44R, M44H
4 BOLT CHIPPING HAMMERS

3" STROKE - .680" ROUND BUSHING 18850
3" STROKE - .580" HEX BUSHING 18851
4" STROKE - .680" ROUND BUSHING 18852
4" STROKE - .580" HEX BUSHING 18853

REQUIRED RETAINER SYSTEM - 3 OPTIONS
9431 STANDARD RETAINER (7022) WITH 1941 SPRING
5550 QUICK CHANGE RETAINER WITH 1941 SPRING
18290 QUICK CHANGE, BOLT ON RETAINER
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